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Parameter Chart:

Volts 12V

100

Capacity(25°C) 10 hours rate (12A) 120Ah

80

Discharge Current 1 hours rate (66A) 68Ah

Testing (25°C)
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3 hours rate (30A) 93Ah
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Internal Resistance | Full Charged Battery 25°C | 3.6mQ
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Residual Capacity(%)

40°C 104%
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Capacity Affected 25°C 100%
By Temperature
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Discharge Time

Weight (Approx) 36.6Kg




VALVE REGULATED LEAD ACID BATTERY- MEDIUM AND LARGE CAPACITY SERIES @
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Constant voltage charging characteristics Cycle service life in relation to the depth of discharge
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1. Discharge:100%
2. Charge voltage:2.30V/cell

r 3. Charge current:0.20CA
15.0 4. Temperature:25°C Charged Volume

m14.0F 1 Charge Voltage

00%D.0.D 50% D.0.D 30%D.0.D

Capacity(%)

[ 13.0r

[ 12.0r

[ 11.0¢ Charging Current 200 400 600 800 1000 1200 1400 1600

0 2 46 81012 14 16 18 20 Number of cycles (2500)
Charging time(hours)

Constant Current Discharge Characteristics (A, 25°C)

F.V/ITime | 10min | 15min | 30min | 60min 2h 3h
9.60V 250.5 | 210.4 | 130.3 78.2 43.9 3141
10.2Vv 238.5 | 202.4 | 125.3 75.0 43.3 30.6
10.5Vv 231.5 | 197.4 | 122.2 73.4 42.9 30.3
10.8V 224.4 | 1924 | 119.2 71.3 42.4 30.0

Constant Power Discharge Characteristics (Watt, 25°C)

F.VITime | 10min | 15min | 30min | 60min 2h 3h
9.60V | 2705.4 | 2310.6 | 1461.9 | 890.8
10.2v | 2575.1 | 2222.4 | 1405.8 | 855.7
10.5V | 2499.0 | 2167.3 | 1370.7 | 836.7
10.8V | 2423.8 | 2112.2 | 1337.7 | 813.6

Capacity Factors With Different Temperature

Battery Type —20°C | —10°C 0°c 5°C 10°C 20°C 25°C 30°C 40°C 45°C

AGM 12v 46% 66% 76% 83% 90% 98% 100% | 102% | 104% | 105%
Battery

% The above are average and data obtained from the first 3 charge/discharge cycles. These are not minimum values.




